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DrvrsroN oF WATER QUALTTY (DWQ)
UTAH DEPARTMENT OF ENVIRONMENTAL QUALITY

PUBLIC NOTICE OF NUTzuENT MANAGEMENT PLAN (NMP) WITH INTENT TO ISSUE A UPDES
GENERAL CAFO PERMIT TO MILLER BROTHERS EXPRESS

PT]RPOSE OF PI]BLIC NOTICE
The purpose of this public notice is to declare the state of Utah's intention to issue a Utah Pollutant
Discharge Elimination System (UDPES) General Concentrated Animal Feeding Operation (CAFO)
Permit to Miller Brothers Express under authority of the Utah Water Quality Act. As required by the
Clean Water Act, a site-specific NMP for a CAFO must be public noticed prior to permit issuance.
Certain NMP conditions are permit requirements, therefore the NMP must be public noticed as part of the
permit. If no changes are made to the NMP following the comment period, then DWQ intends to issue
the CAFO Permit to Miller Brothers Express, LLC feedlot.

PER}IIT INT'ORIVIATION
PERMIT:
PERMITTEE NAME:
FACILITY ADDRESS
RECETVTNG WATER:

UPDES CAFO GENERAL PERMIT, PERMITNO. UTGOSOIOO
Miller Brothers Express, LLC
560 West 400 North, Hyrum, UT 84319
Spring Creek

BACKGROUND
Miller Brothers Express feedlot is a large CAFO that has discharged to waters of the State and therefore is
required to obtain the UPDES CAFO Permit. A Natural Resources Conservation Service (NRCS)
certified planner has approved the nutrient management plan for compliance with NRCS standard
practices. In addition, DWQ has approved the NMP for compliance with the CAFO permit requirements.
During the public comment period, the public has opportunity to provide comment on the NMP and the
potential permitting of Miller Brothers feedlot in Hyrum, Utah.

PTIBLIC COMMENTS
Public comments are invited any time prior to the deadline, close of business on March 2, 2018. Written
public comments can be submitted to: Don Hall, Storm Water Section, Utah Division of Water Quality,
P.O. Box 144870, Salt Lake City, Utah 84114-4870 or by email at: dghall@utah.gov. After considering
public comment DWQ may execute the permit issuance, revise it, or abandon it. The permit and
associated documents are available for public review at"

If internet access is not available, a copy may
be obtained by calling Don Hall at80l-536-4492.
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Nutrient Management P an (NMP)

Mi ler Brothers Express, LLC

Hyrum, Utah

January L7,2OL8

Farm/Facility: Farm Name: Miller Brothers Express, ILC

550 West 400 North
Hyrum, Utah 84319

Owner/Operator: Kris Miller

Latitude/longitude: 4L38'41.12 N; 111d 52'28.83 W

Hydrologic Unit: 16010103

Receiving Water: Spring Creek

Plan Period: 2017 through?OZl

Certifi ed Conservation Planner

I certify that I am a Natural Resources Conservation Service (NRCS) approved certified planner qualified to review and approve
nutrient managernent plans (NMPSlfor compliance with NRCS NMP planning practices and NRCS standard practices. I certit/ that
the NMP developed for the fucility submitting this NOI for permit coverage complies with Parts Vll, Vlll, lX, Xl and Xll of the CAFO

permit and all applicable NRCS practice standards, including Practice 590 and UMARI, The NMP, if fully implemented, wil[ be in

accordance with all NMP permit requirements and all applicable NRCS practice standards for the facility.

I approve the nutrient management plan for the facility seeklng permit coverage under this NOl.

Signature: Date: January 22,2078 _

Name: Howard R. Thomas'

I

Dur6-,?hfv.- ooorr? o

Certification Credentials: Utah NRcS Certified Planner



Nutrient Management Plan (NMP)

Miller Brothers Express, LLC

Hyrum, Utah

January 17,2018

Farm/Facility: Farm Name: Miller Brothers Express, LLC

560 West 400 North
Hyrum, Utah 84319

Owner/Operator: Kris Miller

Latitude/Londtudet 4138' 47.12 N; 111d 52'28.83 W

Hydrologic Unit: 15010103

Receiving water: Spring Creek

Plan Period: 2077 lhtou$h 2OZL

Certified Conservation Planner

I certifv that I am a Natural Resources Conservation Service (NRCS) approved certified planner qualified to review and approve
nutrient management plans (NMPS) for compliance with NRCS NMP planning practices and NRCS standard practices. I certify that
the NMP developed for the facility submitting this NOI for permit coverage complies with Parts Vll, Vlll, lX, Xl and Xll of the CAFO

permit and all applicable NRCS practice standards, including Practice 590 and UMARI. The NMP, if fully implemented, will be in

accordance with all NMP permit requirements and all applicable NRCS practice standards for the facility.

I approve the nutrient management plan for the facility seeking permit coverage under this NOl.

Signature Date

I
Name: Certification Credentials: Utah NRCS Certified Planner



owner/ooerator certifi caUon

I certiry under penalty of law that this document and all attachments were prepared under my direction or supervision in

accordance with a system designed to assure that qualified personnel properly gather and evaluate the information submitted.
Based on my inquiry of the person or persons who manage the system, or those persons directly responsible for gathering the
information, the information submitted is, to the best of my knowledge and belief, true, accurate and complete. I am aware that
there are significant penalties for submitting false information including the possibility of fine and imprisonment for knowing
violations.

Signature: Date:

Name:
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Section 1. Background and Site information

l.l General Description of Operation

Miller brothers express Feed Yard and composting facility is located in Hyrum, Utah. Farmable acreage

includes approximately 910 acres ofowned land and 80 acres of rented cropland.

The climate of Cache Valley is semi-arid with 18.45 inches of rainfall on average each year. lrrigation is

required for normal crop production as the majority of rainfall occurs in the winter months of October
through March (9.98 inches on average). Weather extremes include highs over 100 degrees F and sub-
zero temperatures in the winter. The normal growing season is 170 to 180 days although frosts can

occur in every month.

The operations of the Miller Brothers Express feed yard and composting facility consists of maintaining
healthy beef feeders for resale and slaughter, processing animal waste into compost, keeping well-
managed facilities, raising field crops for animal feed and usinB nutrient resource management to
minimize environmental impacts.

Miller brothers Express feed yard feeds yearling cattle for the beef market. Market prices influencethe
amount of cattle kept at the facility for feeding and sale. A composting facility processes animal solid
animal waste from their feeding facility and other sources to produce fertilizer and other amendments
for agricultural and commercial sale for gardens and lawns.

The total number of animals on site varies but averaged around 1436 in 2016 lone animal unit equals

1,000 pou nds of animal weightl. The animals in the feed yard average about 800 pounds each.

Food rations are nutritionally balanced to achieve optimum grovvth rates. Animals are closely

monitored for health, treated for sickness and vaccinated for disease prevention at the farm. Animal
mortalities are taken to the local county land fill

The feeders at the Miller Bros Express feed yard are confined'in pens throughout the year. The

cattle are kept in open lot pens. Each animal has access to, free choice feed and water. All pens have a

concrete floor. There are 32 pens for feeders which are divided by weight and size. Straw is used for
bedding during the wet winter months and when temperatures drop below freezing. Straw is used

whenever it rains or snows with about 700 tons of straw used in a normal year.

The open lot pens are cleaned on a regular basis and hauled by truck to the composting facility where

it is used in composted fertilizer and soil amendments for commercial sale. Liquids are piped from the
ponds at the west end of the pens to a series of four liquid storage ponds. The first pond is a 3-acre

pond used for storing excess winter runoff. The levels in this pond are regulated usin8 a pump to move

water into the other three ponds. The level in the evaporation/storage pond is not to exceed 2 feet in

depth and must not have water stored more than 90 days during the year. Liquids are managed from

the storage ponds through a pipe to a 125-acre field where excess water is discharged through risers
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and hoses in a field application. The NRCS fleld assessmenttool (U MARI) was used to determine that
field application could be made on this field during frozen or snow covered conditions.

To ensure adequate management options for handling liquid and solid manure waste, Miller Bros

Express operates about 880 acres available for manure application on an as needed basis. Most ofthe
nutrients for these fields are from commercial sources as the demand for mulch and other products
from the composting facility consumes most ofthe manure output from the feed lot.

1,2 Crops and Manure Application

Grass, alfalfa, small grains and corn silage are commonly grown on Miller Bros Express ground. Miller
Bros feed yard uses best management practices (BMP's) for the implementation of crop production.

Alfalfa is normally planted for a five-year crop rotation. Three to four crops of alfalfa are typically
harvested each year. corn and small grains are rotated with the alfalfa allowing manure to be spread

on land during rotation to annualcrops. Soil samples will be used to monitor nitrogen and phosphorus

levels so that a nutrient balance can be achieved. Because composting is being used as a best

management practice to utilize the solid waste from the facility manure application to cropland is

limited to the waste water from the waste storage ponds. Soil tests will determine the level of
application needed to maintain crop groMh and nutrient levels in the soilwithin the guidelines ofthe
NRCS Practice 590.

The crops are flood and sprinkler irrigated. Fields north ofthe lagoon use wastewater applied byflood
irrigation, there are 80 acres. MBEX have installed an additional irrigation line to connect the waste
lagoon to a center pivot on 125 acres north ofthe Road. This allows the producer increased

management options for distributinB liquid waste. The plants utilize the nutrients from the animal

waste and use it for plant growth. Additional commercial fertilizer is also added (according to but not
exceeding soilsample recommendations) to the crops to achieve optimum forage yields. A nutrient
balance is achieved through a planned crop rotation. Because nitro8en and phosphorus are the
limiting factors in applying animal waste, soil and manure samples are analyzed and calculated for use

in the nutrient balance,

Animal waste solids are taken to the composting facility and composted for sale. This process

helps minimize negative effeqts ofthe nutrientsto the environment, but also leavesthe option for land
application of the animalwaste.

Utilization of nutrients in the applied animal waste is accomplished through compost sales. The
objective is to incorporate all nutrients in the form ofcrop harvest or compost sales. Sampling
guidelines will be followed, ensuring accurate ahd representative samples to obtain correct data.
Annual testing and soil monitoring will assess the current use of organic and commercial fertilizers and
provides guidance for future fenilization practices.

6



Soil, waste, and water monitoring practices will be used to achieve production goals while
minimizing environmental impact.

Section 2. Resource Concerns and Management

2.1 Soil Quality concerns

There are no Soil quality concerns as long as the soil fertilization and drainage are properly applied and

maintained.

Table 1, Environmenta! Concerns

Soil Quality Concem Activities to Address Concern
Ephemeral Gully Erosion Not a concern

Gully Erosion Not a concern

Sheet and Rill Erosion Not a concern

Stream/Ditch bank Erosion Not a concem
Wind Erosion Plant cover crops after com harvest

Nutrient Management Follow recorlmendations of NMP and
Practice #590

Acres Available for Manure Application 989 acres ofcropland

2.2 Water Quality Concerns

There is a Large amount of waste generated at the site. The potential for spillage into the canals and streams

in the area depends on the construction, maintenance and management of a complex waste management
system. Making sure this system is working is of paramount importance in the prevention of water quality

contamination. The present concern is that the drainage pipe underlyingthe large shallow pond draws

contaminated water through the drainage pipe to the canal north of the roadway along the north side of the
field immediately north of the shallow pond. MBEX has made a temporary modification of the system to
control this runoff and will complete the closure of the drains under the pond in the dry season.

There is a potential concern with the distribution of waste water through the three lagoons and eventually to
the fields in the North-West corner of the property where the pivot is located. Dykes and berms along the
canal on the north end of the property are to be maintained and checked periodically. Portable lines are used

at the outlets to distribute this waste water across the field with cross ditches implemented in the fall to
enhance areal distribution across the field and increase infiltration of waste water. A cover crop should be

planted on those fields used for water disposalfor uptake of nutrients applied in waste water.

NRCS estimated the required size of the ponds to contain the waters from the feedlot and determined that
there is sufficient storage capacity when the ponds are emptied during the fall months before the winter

storage season begins the first of November. The four lagoons should be emptied prior to November 1 of
each year. Any modifications necessary to remove water from the lagoons in a timely manner will need to be

implemented by the deadline for compliance with the DWQ stipulated compliance letter dated June 5, 20L7.
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Table 2 Water quality Concerns

Water Quality Concern Activities to address Concem
Facility Waste Water Runoff Maintain dikes and ditches to prevent run

on.

Manure Runoff (Field Application) Maintain dikes and winter dams to
prevent runoff into streams

Manure Runoff Production Area Maintain existing ditches and enclosures

Nutrients in Ground Water Maintain integrity of pond dykes and do

not disturb sealed bottoms
Nutrients in Surface Water Utilize ponds and other water control

structures to control waste water and
prevent runoff.

Silage Leachate Divert leachate to waste water control
system.

Fields with Excess Nutrients Check soil tests to determine application
Tile Drained Fields Incorporate manure into soil to limit

seepage into drain fields

Run-on Maintain dikes and ditches to prevent run
on

8



2.3 Maps of Areas of Concern

Map l Application fields with dyke delineated

Figure 7

There are no
imminent
areas of
concern for
this facility.
The issues

relate to
easier
managemen
t of waste
materials for
the
convenience
of the
operator
during high
rain fall
events and
winter
storage
concems
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Section 3. Production Area Effluent and Management

3.1 Production Area Maps

Map 2 Production areas showing feed lot and storage ponds.

3.2 Generation, Storage and Transfer of Manure and Wastewater (Vll.B, lX.A.1.)

The feeders at the Miller Bros Express feed yard are confined in pens throughout the year. The cattle

are kept in open lot pens. Each animal has access to, free choice feed and water. All pens have a

concrete floor. There are 32 pens for feeders which are divided by weight and size. Straw is used for
bedding during the wet winter months and when temperatures drop below freezing. Straw is used

whenever it rains or snows with about 700 tons of straw used in a norma! year.

The open lot pens are cleaned on a regular basis and hauled by truck to the composting facility where
it is used in composted fertilizer and soi! amendments for commercial sale. Liquids are piped from the
ponds at the west end of the pens to a series of three liquid storage ponds. Liquids are managed from
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the sto.age ponds through a pipe to a 125 acre field where excess water is discharged through risers
and hoses in a field application. The NRCS field assessment tool (U MARI) was used to determ ine that
field application could be made on this field during frozen or snow covered conditions.

The actual amount of waste generated will vary depending on breed, and animal weight. The yearly
accumulated waste totals approximately 354379 ft3. Solid wastes are managed through the
composting facility owned by the company. There are no specific provisions in the plan for applying
solid animalwaste because all solid manure will be composted and sold commercially. The composting
facility purchases solids from local sources to augment the amount available for sale. Periodically the
company will haul manure to a field when the soil tests indicate a need for manure application. This

application will conform with NRCS Practice 590.

Currently the animal waste collection is achieved by scraping the corrals as needed. ln dry hot
weather the waste has lower moisture content decreasing the number of times needed to gather the
waste and remove it from the pens to the composting facility. During cooler, wetter periods of the
year, the cleaning process becomes more frequent.

Current animalwaste storage forthe Miller Bros. Express feed yard is accomplished by using
the composting pad for solids and a set offour lagoons for liquids. The large liquid lagoon is allowed to
fill to approximately 20 inches. The pump is then activated to move the liquid to the top of the three
ponds adjacent to the large liquid lagoon. As these ponds fill the water is released through a closed
pipe system to an irriEation mainline north ofthe canaland road below the facility. Thiswateristhen
carried via the pipeline to the l3Gacre field at the northwest corner ofthe property. This field has

been diked to prevent outflow to the canalon the north side ofthe cropland owned by MBEX. Allof
the waste water from the feeding operation and the composting facility is controlled through pipes to
the large lagoon.

Each corral is cleaned on a re8ular basis and bedding is used as needed during inclement weather.
Storm water will be managed in the corral and monitored dailyto properly manage in-coral storage to
maintain animal health and utilize the ponds at the west end to regulate flows to the lagoons. All

bedding, is processed through the composting facility and sold.

The accumulated solid animal waste is treated by composting. Theanimalwaste is currently
transferred to the composting facility by large trucks.

Utilization of nutrients in the applied animal waste is accomplished through compost sales. The

objective is to incorporate all nutrients in the form ofcrop harvest or compost sales. Sampling
guidelines will be followed, ensuring accurate and representative samples to obtain correct data.

Annual testinE and soil monitoring will assess the current use of organic and commercial fertilizers and

provides guidance for future fertilization practices.

soil, waste, and water monitoring practices will be used to achieve production goals while

minimizing environmental impact.
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Manure storage

Table 3 Manure dry storage

Annual Manu re

Pens ln corral bedding 3s00 240 Winter

Composting facility Commercial Composting 7637 365 All year

With the dry storage available on site with the composting facility there will be no requirement for dry stack

storage on the Miller Feedlot facility.

Waste Water Storage

Table 4 Liquid manure storage

West end Pond Feedlot runoff containment 320,532 150 3 months

Evaporation pond Will be removed and leveled

South Lagoon Waste water storage 829,719 150 4 Months

Middle Lagoon Waste water storage 2,37L,OOL 150 4 Months

North Lagoon Waste water storage 1,055,914 150 6 Months

Total capacity 4,577,166 240 5 months

Compost storage is on site but operated independently, therefore the capacity of the composting facility is not
a concern for MBEX. The composting facility accepts manure from other facilities and has sufficient capacity

to handle all of the manure produced at MBEX.

NRCS ran the Ag. Waste Management program to determine the amount of capacity needed to handle the
runoff and storage capacities for the feedlot and composting facility. The required capacity is 2,158,830. The

current capacity of the five waste-water holding facilities is, 4,s77,t66 or over two times the required capacity.

This includes storage for the 25-year storm but may not be enough for extreme chronic events as occurred in
2005 and 2016-77. However, these chronic events are covered in the case of a facility having a permit to
discharge. Therefore, the current storage capacity exceeds the requirements for waste water storage.

12



Management of these facilities require that they be emptied or nearly emptied before the winter holding
season begins in November of each year.

3.3 Animal Mortality Management (|X.A.2.)

a. Mortality mana8ement and disposal shall be according to NRCS practices and any applicable state,
county, or local requirements.

b. Properly dispose of dead animals in a timely manner. Animals shall be disposed of in a manner to
prevent contamination of surface waters of the state or creation of a public health hazard.

Dead Animal Matragement:

Dead animals are hauled to the Cache County Land fill.
Composting of mortalities, blood, and animal by-products requires approval from the Division of Solid and
Hazardous Waste (DSHW). Please contact DSHW at (801) 536-0211 for more detail on animal composting
requirements.

In the case of a mass mortality event, the State Veterinarians Office (801) 538-7162 will be called and dead
animals will be removed to the county land fill for disposal. Always contact the state veterinarian's offrce at
(801) 538-7162 in case ofcatastrophic death loss.

3.4 Clean Water Diversion (|X.A.3.)

Clean water is diverted at the top of the production area by a canal and drain along the roadway South of the
facility.

3.5 Direct Animal Contact with Surface Water (1X.A.4.)

There is no direct animal contact with surface water as all animals are confined year around.

3.6 Chemical Handling (|X.A.5.)

Chemicals and other contaminants such as: animal dips, pesticides, cleaning and disinfection agents, foot bath

chemicals, pharmaceuticals, fertilizers, fuel, oil, cooling water, etc. are to be contained in secure containers

until proper disposal at landfill or hazardous waste facility.

Ensure that chemicals and other contaminants handled on-site are not disposed of in any manure, storm

water, or process wastewater storage system unless specifically designed to treat such chemicals and other
contaminants. Receptacles for chemical waste must be conveniently located and maintained to secure waste

for disposal at the landfill or hazardous waste facility.
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Resulting from the normal operation of the CAFO, only manure, litter, compost, process wastewater, and

precipitation are allowed in storage and retention structures.

Section 4. Nutrient Application and Land Management (Vtl.D, Xll.C.)

4.1 Land Conservation and Application Practices

ldentify site-specific conservation practices that will be implemented, including as appropriate, buffers or
equivalent practices, to control runoff of pollutants to surface water. Such practices shall include, but are not
limited to: (which practices and BMPs apply to the facility, please list and describe)

a. Solid manure shall be incorporated as soon as possible after application, unless the application site has

perennial vegetation (such as alfalfa) or is no-till cropped, and where the nutrient management plan
adequately demonstrates that surface water quality will be protected where manure is not immediately
incorporated.

b. Process wastewater to furrow or flood-irrigated land application sites shall be applied in a manner that
prevents any process wastewater runoffinto surface waters of the state. Cross furrows will be

implemented to increase infiltration of waste water in the fields during inclement weather applications.
c. When process wastewater is flood, sprinkler, or drip applied, the soil water holding capacity of the soil

shall not be exceeded.
d. Process wastewater shall not be applied to frozen, snow covered, or saturated land application sites

unless according to NRCS practice 590, Utah Manure Application Risk Index (UMAzu) or other NRCS
practices.

e. Where applicable of the following, the greatest setback distance of land applied manure and process
wastewater applies:
1. L00 feet (or 35-foot vegetated buffer as appropriate) of surface waters of the state.

2. 100 feet of domestic water supply wells,

3. setbacks or vegetative buffers established through UMARI or other NRCS practices,

4. setbacks otherwise required by UAC R309-600, as it pertains to drinking water source protection.

4.2 Land Application Methods (lX.A.8.l

Establish protocols to land-apply-manure or process wastewater in accordance with site specific nutrient
management practices that ensure appropriate agricultural utilization of the nutrients in the manure or
process wastewater. Such protocols shall include, but are not limited to:

a. Compliance to NRCS Practice 590, Nutrient Management, January 2013. The facility uses a North
American Proficiency Testing (NAPT) certified laboratory for all soil testing. The Laboratory ensures compliance with
NRCS and EPA protocols and guidelines

b. In association with Practice 590, USU guidelines and protocols must be followed. The feedlot uses third
party soil testing services that are approved by the North American Proficiency Testing (NAPT) certified
laboratory. No application of manure or process wastewater shall be made to a land application site at a
rate that will exceed the capacity of the soil and the agronomic nutrient uptake of the planned crops and
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yields. Manure and wastewater shall be applied to useful crops. Manure shall not be applied to bare
ground or other areas where a crop will not be harvestedfor 12 months or more following the
application.

c. Manure and process wastewater shall be applied as uniformly as possible with properly calibrated
equipment. Any feed runoff, pen or corral runoff, or other process wastewater applications to fields shall
be evenly distributed throughout the field.

d. Operators must inspect annually, and calibrate as needed, any equipment used for land application of
manure, litter, compost, or process wastewater.

e. Direct land application of mortalities, blood, animal by-products, waste feed, or other products or
materials is prohibited unless the nutrient applications are accounted for in the NMP and DWQ approves
the NMP which includes such specific applications.

Manure spreader operators shall be trained to follow setback requirements as outlined in the permit
language.

Land application of manure will be based on the following table:

Table 5, Land Application Guide

Soil Test Phosphorus (ppml Apply Based on

Phosphorus < 50 ppm Spread based on nitrogen needs

Phosphorus 50 -100 ppm Spread based on phosphorus needs

Phosphorus 100 - 120 ppm 50% of crop phosphorus needs

Phosphorus > 120 ppm No application of manure

Utilization: On fields with soiltest levels less than 50 ppm SoilTest Phosphorus (STP), solid manure can be

Iand-applied based on crop nitrogen needs in years when corn is grown in the crop rotation. On fields with soil

test levels between 50 and 100 ppm SoilTest Phosphorus (STP), solid manure will be Iand-applied based on

crop phosphorus needs for the crop rotation. ln this case, commercial nitrogen fertilizer may need to be used

to maximize crop production and to facilitate crop removal of phosphorus. Nitrogen additions will be based

on soiltest recommendations as outlined in the Utah Fertilizer Guide.

Liquid manure and storm water runoff will be applied based on soit and manuretesting and NRCS lrrigation

Water Management and Nutrient Management guidelines. Liquids from the lagoon will be pumped to
adjacent fields through a pipeline or by using large liquid manure spreaders. Allthe liquid can be safely used

on the 989 acres available along with the majority of the solid waste. Approximately 25 percent of the solids

will be composted and used for bedding. Annual soiltests and crop production needs will determine the

amount of solid manure applied to each field.
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4.3 Calibration of Application Equipment (1X.A.8.)

Spreader Calibration: Several methods are available for spreader calibration. To calibrate the solid manure
spreader, first load and weigh the contents of the spreader or weigh a S-gallon bucket of manure and multiply
the weight x 1.5 x length x width x hei8ht of the spreader. This will give you tons per load of manure. To

calibrate liquid/slurry spreaders, first determine the volume of material in gallons from manufacturer
specifications or multiply the length x width x height of the spreader x 7.5. Forvolume in cylindrical tanks,

multiply length x width x height of the spreader x 0.8 x 7.5.

Next determine the distance in feet that it takes to spread the entire load. Distance can be estimated or
determined based on known field len4h. Then estimate the width of the spread in feet, allowing for a L0-20o/o

pass overlap to ensure uniform coverage. Calculate the area covered and divide by 43,560 to convert to acres.

Divide the weight or volume of manure in the spreader by the acres covered to determine the application rate
for the given spreader setting (length x width of spread / acres covered = application rate in tons or gallons).

Adjust the spreader settings and redo the calculations until the desired application rate is achieved.

Application rates in inches being applied through liquid irrigation systems can be determined by using the
formula, inches applied = (cfs X hrs)/ac. ln the formula, cfs represents the cubic feet per second, hrs

represents the hours that the water has run, and ac. represents the acres covered. lf the water is measured
in gpm, it can be converted to cfs by dividing gpm by 450. The acres can be calculated by multiplyingthe
width and length of the set, and then dividing by 43,560 (length x width / 43,560).

Where sprinkler systems are used, application rates can be estimated by placing six straight-sided cans at
various locations under the sprinkler system. Measure the depth of liquid in inches accumulated in the cans

over a period of time (e.9., t hour). Calculate the average depth of liquid in the cans and divide by the time
interval to determine the application rate in inches per hour. Contact NRCS or USU if additional assistance is

needed in calibrating your manure spreading equipment.

4.4 Narrative Nutrient Management Planning (lX.B.)

Nutrients will be applied to fields as outlined in the following tables for each field according to the NRCS

standard 590 application rates identified in the NRCS Nutrient balance spreadsheet.

Each field where manure will be applied will be addressed individually using the specification sheet for that
field and the guidelines for application outlined above, section 4.2.

When soil test phosphorus is less than 50 ppm manure r,rlill be applied in the fall to meet the nitrogen needs of the crop. tt may be
necessary to make several applications over the field to achieve the proper rate for nitrogen of the crop.

When soil test phosphorus is more than 50 ppm but less than 100 ppm manure will be applied in the fall, or possibly in the spring to
meet the phosphorus needs of the crop. Nitrogen needs will be met using commercial fertilizer. lt may be necessary to make several
applications over the field to achieve the proper rate for phosphorus of the crop.

When soil test phosphorus is more than 100 ppm but less than 120 ppm manure will be applied in the fall, or possibly in the sprin&
to meet the half the phosphorus needs of the crop.

When soil test phosphorus is more than 120 ppm no manure will be applied to that field.
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2017

Field Nutrient Balance (Manure-spreadable Area)

Theamountoffertilizerandmanureappliedtothesefieldsdependsonthecurrentsoil testandprojectedyieldofthecrop. TheMillerBrothers
farm manager rarely applies manure to the fields as the benefits of composting the material and selling the finished compost exceeds the value of
the manure in the field. The farm manager applies commercialfertilizer to maintain fertility and achieve yield goals. Annual soil tests are taken and

used to determine the amount of commercial application.

Fieldnumbers(A-2,3,4,5,6and7) areusedtoapplyexcessliquidsfromthewastewatercontainmentfacilitiesinthefall andspring. Special

attention needs to be given to the spring soil test to determine nutrient requirements. lt is anticipated that the phosphorus levels will not exceed

recommendations because the liquids applied will not contain significant solids which carry the bulk of the phosphorus in the manure. However,

soil tests will be taken in the spring of each year to determine phosphorus levels before applying additional commercial amendments.

Crops rotation and expected yields for2OtT through 2O2Lare listed in Table 5. The normal rotation consists

of 4 years of Alfalfa followed by a year of corn then two years of small grain, normally Wheat then Barley.

Table 6; Fields and crops for Permit period

Crop

Y,eld

Goal Crop

A-5 Barley Corn 357 Hay 6 Ton Hay 5 Ton Hay 6 Ton

D-10 23 Barley 150 Corn 35t Hay Hay Hay

D-11 1 Barley 150 Corn 35t Hay Hay Hay

D-6 4 Barley 150 Corn 357 Hay Hay Hay

E-2 72 Barley 150 Corn 3sT Hay Hay Hay

A-1 t7.75 Corn 35 Wheat 100 Bu Barley Hay Hay

A-2 100 Corn 36 Wheat 100 Bu Barley Hay Hay

B-4 33 Corn 36 Wheat 100 Bu Barley Hay Hay

B-7 52.54 Corn 36 Wheat 100 Bu Barley Hay Hay

c-7 22.03 Corn Wheat 100 Bu Barley Hay Hay36

c-9 7.5 Corn 35 Wheat 100 Bu Barley Hay Hay

D-3 10.39 Corn 36 Wheat 100 Bu Barley Hay Hay

D-4 48.31 Corn 36 Wheat 100 Bu Barley Hay Hay

D-5 58.02 Corn 36 Wheat 100 Bu Barley Hay Hay

D-8 21.38 Corn 36 Wheat 100 Bu Barley Hay Hay

2.5r Grass Grass Grassc-10 20.06 Grass 2,5r Grass
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Year Field

Acres

/ield

HayA-4 20 Hay 6 Corn 357 Wheat Barley

HayB-1 17 Hay 6 Corn 357 Wheat Barley

HayB-5 48.45 Hay 6 Corn 357 Wheat Barley

c-12 t.4 Hay 5 Corn 357 Wheat Barley Hay

c-13 10 Hay 6 Corn 357 Wheat Barley Hay

c-2 24.43 Hay 6 Hay 5T Corn Wheat Barley

c-3 58.75 Hay 5 Hay 6T Corn Wheat Barley

c-4 Corn Barley2r.83 Hay 5 Hay 6T Wheat

Barleyc-5 23.45 Hay 6 Hay 5T Corn Wheat

c-6 L6.54 Hay 6 Hay 6T Corn Wheat Barley

c-8 20.88 Hay 5 Hay 6T Corn Wheat Barley

D-2 Corn Barley27.09 Hay 6 Hay 6T Hay

D-7 Hay 5 Hay 6T Hay Corn Barley

E-4 2 Hay 6 Hay 5T Hay Corn Ba rley

B-2 27 Hay 6 Hay 6T Hay Corn Ba rley

CornA-5 15 Nu Hay 4 Hay 6T Hay Hay

B-3 37 Nu hay 4 Hay 6T Hay Hay Corn

Hay Hay CornB-5 80 Nu Hay 4 Hay 6T

D-9 7.5 Nu Hay 4 Hay 6T Hay Hay Corn

Pasture 10 Pasture 10 AuD-1 2.4 Pasture 10 Pastu re 10 AU Pasture 10

10 Pasture 10 AuE-3 16 Pastu re 10 Pastu re 10 Au Pasture 10 Pasture

A-3 11 Wheat 100 Hay 5T Hay Hay Corn

100 Hay 5T Hay Hay CornA-7 t2 Wheat

c-1L Wheat 100 Hay 5T Hay Hay Corn

E-1 28 Wheat 100 Hay 5T Hay Hay Corn
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4.5 Field Maps

Map of MBEX fields, Feedlot and Composting operation

Map 3, Production area and application fields
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Map 4; Schematic of MBEX property with Fields
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4.6 Soil and Field lnformation

Map 5, Soils MaP of MBEX ProPerty



4.7 Nitrogen and Phosphorus Risk Analysis

Table 7, Utah Manure Application Risk lndex Worksheet

*Utah Manure Application Risk Index Worksheet

Landownen
Plannen

Winter hrcipitation:

MBEX
Howard Thomas

8.1

Weathe r Station:
[,ocation:

Date:

Lopn 5 SW Exp. Farm

LoearL Utah
Aptl29,2017

Tract: 2940 2940 2940 2940 2940 4500 4500
Field: A-5 A-6 A-7 A-3 B-7 b-6 B-5 B-3

Soil Symboli NcA NcA NcA NcA NcA NcA NcA NcA
AdiAWC (5ft): 7.5 7.5 7.5 7.5 7.5 7.5 7.5 7.5

Section l: Winter Parameters

Section 2: Summe Falt Parametets

*Any indMdual features with a High rating should be evahrated and conservation practices applied where

possible. Where a restrictive hyer is present at <: 2 feet, nranure should not be applied on frozerlsnow

covered grourd nor at levels above agronomic rate for phosphorus.

Distance 6 6 9 9 9 6 6 t

Irr. Type 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5

Cover Twe J 1.5 6 1.5 1.5 1.5

Containnrent r.5 1.5 1.5 I 5 1.5 5 1.5 1.5

Restrict. Lay. l J J J J

Hyd. Groq: J

% Slope 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5

Adi. Awc 2 2 2 2 2 2 2 2

Winter Precip. I I I I I I I

Total Points: 22.s 2r.0 25.5 25.5 28.5 21.0 2r.o 18.0

Risk Lcvel: Inw I.ow [nw low Iow lnw [.ow low

Practices to be

implenrcnted
SB SB SB SB

Distance 9 9 9 6 6 J6 6

In. Tlpe 1.5 1.5 1.5 1.5 1.5 1.5 t.5 1.5

1.5 1.5 6 6Cover Type 6 6 6

lncorporation 6 6 6 6 6 6 6

Restrict. Lay J J J 3 J

Hyd. Grow J J J J , J

1.5 1.5 1.5 1.5 1.5% Slope 1.5 1.5 1.5

RuroffControl 2 J 1.5 1.5 1.5 -)

2 0.5 0.5 2 2In. Efficiency 2 2

Total Points: 31.0 32.0 33.s 27.5 27.5 32.0 32.0

Risk I-cvel: low low Md. [ow lnw lnw Iow

Practices to be

implenented
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Manure can be applied when the Utah Manure Application Risk lndex (UMARI) is Low or medium. The fields

that are used for emergency application duringthe winter season are all Low Risk because ofthe dyke

maintained around the northern end ofthe fields. The results ofthe UMARI are presented above in Table 7.

4.8 Required NMP reports to DWQ, (lX.D.)

1. The CAFO's planned crop rotations for each field for the period ofpermit coverage;
2. The projected amount of manure, litter, or process wastewater to be applied;
3. Projected credits for all nitrogen in the field that will beplant-available;
4. Consideration of multi-year phosphorus application;
5. Accounting for other additions of plant-available nitrogen and phosphorus to the

field; and
6. The predicted form, source, and method of application ofmanure, litter, and process

wastewater for each crop.

4.9 Required Calculations (IX.E)

1. Utilizing NRCS Practice 590 and current soil and manure monitoring results, CAFOS must
calculate and determine the maximum amounts of manure, litter, and process wastewater
to be land applied on a field- specific basis, at least once each year based on the following
data:

A A determination ofnitrogen and phosphorus available in soil that will be

available during the growing season. This includes nitrogen mineralization from
previous land appl ications.

B The results of most recent representative manure, litter and process wastewater
test for nitrogen and phosphorus taken within 12 months or less of the date olland
application, in order to determine the amount ofnitrogen and phosphorus in the
manure, litter and process wastewater to be applied.

Section 5. Best Management Practices

5.1 Required BMPs (IX.G.)
Perform weekly visual inspections, daily inspections of water lines, depth markers, weekly inspections of impoundments,

correct any deficiencies, freeboard management, maintain records of field applications and water level management in all four
lagoons and holding ponds. (See recording requirements Section 8)

- Remove the field evaporation pond, to prevent ponding of contaminated water.
- Construct a concrete pumping box to transfer contaminated water to the 3xisting large ponds.
- Install pump and emergency generator to move water to the ponds from the concrete pump box.

lnstall depth markers in each ofthe ponds so that periodic readings can be made and reported.
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Use cross tillage in all fields that will receive waste water to prevent channelization and direct flows to
the field edges.

Use liquid spreader to remove water and apply to fields. This will ensure adequate storage because the
ponds will be empty in the fall and allow for emergence removal during severe storm events.
Maintain existing drain system to eliminate leakage and divert clean water away from ponds.

Section 6. Emergency Spill and Discharge Response plan

6.1 Emergency Response Plan (Xl.D.)

ln Case of an Emergency Storate Facility Spill, Leak or Failure

lmplement the following first containment steps:

a. Stop all other activities to address the spill.
b. Stop the flow. For example, use skid loader or tractor with blade to contain or divert spill or leak.
c. Call for help and excavator if needed.
d. Complete the clean-up and repair the necessary components.
e. Assess the extent of the emergency and request additional help if needed.

ln Case of an Emergency Spill, Leak or Failure during Transport or Land Application

lmplement the following firct containment steps:

a. Stop all other activities to address the spill and stop the flow.
b. Call for help if needed.
c. lf the spill posed a hazard to local traffic, call for local traffic control assistance and clear the road and roadside of spilled

material.
d. Contain the spill or runoff from entering surface waters using straw bales, saw dust, soil or other appropriate materials.
e. lf flow is coming from a tile, plug the tile with a tile plug immediately.
f. Assess the extent of the emergency and request additional help if needed.

Emergency Contacts

Department / Agency Phone Number

Fire 911

State veterinarian (801) s38-4910

Sheriff or local police (43s)7ss-1000

Nearest available excavation equipment/supplies for responding to emergency
24



Equipment Type Contact Person Phone Numbel

Back Hoe Scot Woolstenhume (43s) 24s-8634

GravelTruck Scot Woolstenhume (43s) 24s-8634

Contacts to be made by the owner or operator within 24 hou6

Be prepared to provide the following information:

a. Your name and contact information.
b. Farm location (driving directions) and other pertinent information.
c. Description of emergency.
d. Estimate of the amounts, area covered, and distance traveled.
e. Whether manure has reached surface waters or major field drains.
f. Whether there is any obvious damage: employee injury, fish kill, or property damage
g. Current status of containment efforts.

6.2 Required Discharge and Noncompliance Reporting (Xl.E.)

Any discharge must be reported to the Division of Water Quality within 24 hours of the spill. Required
information includes, the time of the discharge, mitigation and repair activities, and plans to prevent further
discharges.

Section 7. Other Requirements and Practices

7.1 Bio-security Measures

Biosecurity is critical to protecting livestock and poultry operations. Visitors must contact and check in with the producer
before visiting the operation or entering any production or storage facility.

The following narrative describes how animal veterinary wastes (including medical equipment, empty containers, sharps and expired
medications) will be managed at the operation.

SiSnage is posted on the site that no unauthorized admittance is allowed. lt is the policy of the owners that visitors to the ranch
obtain permission from the owner before prior to entering the facility.

Sharps are disposed of in Biohazard Waste containers. Expired medications are incinerated.

OrBanlzation Phone Numbel

DWQ Spill Hotline (801) s36-4123

DWQ CAFO Coordinator (801)s36-4492

County Health Department (43s) 734-084s
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7.2 Closure of Facilities, (Xl.C.)

ln the event of manure handling facility closure or farm closure, the farm must implement NRCS Practice 360.
The NMP needs to include the closure requirements in the permit. Waste Facility Closure Practice NRCS 360 is located
in Appendix 1.

7.3 Transfer of Manure, Litter, and Process Wastewater to Other Persons

Transfer forms will be used and requirements in the permit will need to be followed.
When manure, litter, compost, or process wastewater is sold or given away, the permittee must comply with the following
conditions:

Maintain records showinB the date and amount of manure, litter, compost and/or process wastewater that leaves the permitted

operation on an annual basis;

Record the name and address of the recipienu

Provide the recipient(s) with representative information on the phosphorus and nitrogen content of the manure, litter, compost
and/or process wastewater; and for a period of five years, permit-related records are to be retained on-site and made available for
review upon request. Also, records are to besubmittedto DWQupon request.

Section 8. Record Keeping

8.1 List of Required Records. (1X.A.9., Xll.B., Xll.C., Xll.D.)

Records of sampling of soils, manure, litter, process wastewater, or dlscharge monitoring shall include the following
information for sampling or measurement at the cAFO:

The date, location, and time of sampling or measurements;
The individual(s) who performed the sampling or measurements;

The sampling methods used;

The analytical methods used (the NMP must include the methodology used). The methodology used must comply with 40 CFR

136.3. Tables 14 and 1B) and,

The results of the monitoring.

List of Required Records for Permit Compliance;

lf applicable, the following records are required and must be kept onsite:

Current copy of NMP;

Copy of NOI or other permit application;
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Copies of annual reports;

Manure transfer records per Xl.A;

Records needed to document implementation of lX. A, essential NMP requirements;

Records of mortality managemenU

Records of overflows or discharges to surface waters of the state with the date, time, and estimated volume of any overflow;

Land application records;

Dates of applications,

Weather conditions at time of application and 24 hours prior to application,

Amount of manure, litter, compost, or process wastewater applied.

Methods and protocols used to sample and analyze soil, manure, litter, compost, or process wastewater;

Results of soil, manure, litter, compost, or process wastewater monitoring;

Expected and actual crop yield records;

Description for the basis for determining application rates;

Calculations showing the total nitrogen and phosphorus applied to each field, including sources other than manure, litter, compost,
or process wastewater;

Methods used to apply manure, litter, compost, and process wastewater;

Dates of manure application equipment inspections and calibrations;

Weekly inspections of structures and impoundments;

Weekly freeboard readings;

Records docu menting corrective actions. Deficiencies not corrected within 30 days must be accompanied by an explanation of the
factors preventing immediate correction; and

Records documenting the current design of any manure, litter, compost, and process wastewater storage structures, including
volume for solids accumulation, design treatment volume, total design volume, and approximate number of days of storage
capacity.

Section 9. Monitoring and Analytical Methods, (lX.A.7)

9.1 Manure and Soil Sampling Frequency

Manure samples will be taken annually according to guidelines in the NRCS practice 590 protocols. Soil

samples will be collected annually for al! fields where manure and waste water are applied.
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9.2 Monitoring Protocols

gnSoil and Manure TestI

It
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Directions on collecting soil samples
For nihogen-based applications, collect separate soil samples at depths of 0 to 12 and 12to 24
inches. For phosphorus-based applications collect soil samples at a depth of 0 to 12 inches only. A
soil probe is the most efficient way to collect samples. Probes are available on loan from County
Extension Agents. Collect a composite sample by combining a minimum of 8-10 samples taken
randomly throughout a field in a plastic bucket. Mix the samples and send at least one pint to the lab
for analysis. More than one composite may be needed for large or highly variable fields. Example

Directions on collecting manure samples
Since manure is a variable material, proper procedures must be followed to ensure a representative
sample is collected. For liquids, sample directly from the storage structure, from the outlet pipe where
liquid is removed, or from the field using catch cans to collect samples applied through sprinklers.
When sampling liquids, collect a minimum of six separate subsamples. Combine the subsamples in a
clean bucket, mix well, and transfer approximately one pint of liquid to a clean bottle or other rigid
container.

For solids, remove the surface six-inch crust and use an auger or shovel to core into the pile. Take a
minimum of six separate sub- samples from around the pile and combine them in a clean bucket. Mix
well and transfer approx. one quart to a clean plastic bag. Keep all samples cool until they can be
transported to a lab.
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9.3 Analytical Methods: USU approved laboratories will be used to provide test results for all soil and

manure tests.

Section 10. Monitoring Results

10.1 Soil Sampling Results

SoilTesting: As a minimum, an initial soil test will be taken to establish base-line soiltest phosphorus. Soil

tests will then be taken on fields where manure is applied annually except on alfalfa and grass plantings where
the soil test is required only every three years. Soil tests will be used to monitor phosphorus levels. Utah State

University soil-testing procedures will be followed (Refer to the attached USU soil testing guidelines). Soil

tests may be sent to Utah State University or other approved private testing facilities (see NRCS for a list of
approved testing facilities). (See table 7)

Table 8 Fields and crops with Nutrient applications

Year Field Crop

Yield

Goal Nutrients Balance After Recs3

Acres

UNITS

lAcre

N

Lb/A

Pzos

r-b/A

Kzo

Lb/A

N

r-b/A

Pzos

Lb/A

Kzo

Lb/A

N

Lb/A

Pzos

Lb/A

Kzo

Lb/A

Pzos Kzo

tblA

A-5 15 Barley 150

D-10 23 Barley 150

D-11 1 Barley 150

D-5 4 Barley 150

E-2 72 Barley 150

A-1 t7.75 Corn 36

100A-2 Corn 35

B-4 33 Corn 36

B-7 52.54 Corn 36

c-7 22.03 Corn 36

c-9 7.5 Corn 35

D-3 10.39 Corn 36

D-4 48.31 Corn 36

D-5 58.02 Corn 36

D-8 2t.38 Corn 36

c-10 20.05 G rass 4
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Acres LblA

A-4 20 Hay 5 11 30 38s t45 40 0

B-1 t7 Hay 6

B-5 48.45 Hay 11 47 575 150 0 0

c-L2 1.4 Hay 6

c-13 10 Hay 5

c-2 24.43 Hay

c-3 58.75 Hay 6 8 54 485 155 0 0

c-4 21.83 Hay 5 7 38 3s0 150 0 0

c-5 23.45 Hay 6 8 24 395 155 75 0

c-6 15.54 Hay 6

c-8 20.88 Hay 5

D-2 27.O9 Hay 6

D-7 8 Hay 6

E-4 2 Hay 5

B-2 27 Hay 6

A-5 15 Nu Hay 4

B-3 37 Nu hay 4

B-5 80 Nu Hay 4

D-9 7.5 Nu Hay 4

D-1 2.4 Pastu re 10

E-3 16 Pastu re 10

A-3 77 Wheat 100

A-7 72 Wheat 100

c-11 8 Wheat 100

E-1 28 Wheat 100

s/t3/16

sh3h6

s/t3/16
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10.2 Manure Sampling Results

Table 9 Waste water Nutrient Analysis

Wastewater Testing: Waste water tests will be taken at least yearly. Utatr State University procedures will be

followed to ensure the best possible results. Wastewater test values will be used to determine actual moisture
and nutrient content of the manure. Adjustments will be made in application rates based on actual soil and

manure tests.

10.3 Wastewater Sampling Results

(1) Entered analysis may be the average ofseveral individual analyses.

(2) Utah assumes that 80% of manure phosphorus and 85% of manure potassium is crop available. First-year per-acre

nitrogen availability for individual manure applications is given in the Planned Nutrient Applications table. For more

information about nitrogen availability in Utah, see Manure Estimated Nutrient Content spreadsheet version 3.0e2.

Section ll Annual Report, (Xt.B.)

11.1 Annual Report Requirements

The permittee must submit an annual report to DWQ by Apri! 1 of each year covering permit coverage during
the previous calendar year. The reporting requirements and April 1 deadline also applies to facilities with
partial years of permit coverage. The feedlot will use the Annual Report Form for the annual report.

Annual reporting requirements include:

Report all discharges and instances of noncompliance.

The annual report may be submitted using the form in Addendum C or may be compiled separately.

North

Pond
20L7 .42Lb .34 3.s8 .27 3.04

Lbs/1000

Gallons

USU Analytical Labs

lune22,2077

20t8

2079

2020

202t
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The report will include the following information:

Discharges or non-compliance;

The number and type of animals;

The estimated amount of total manure, litter, compost and process wastewater generated by the CAFO;

The estimated amount of total manure, litter, compost and process wastewater transferred to other persons;

The total number of acres for land application;

The total number of acres under control of the CAFO that were used for land application of manure, litter, compost and process

wastewater;

The summary of all manure, litter, compost and process wastewater discharges from the production area that have occurred in the
previous 12 months including date, time, and approximate volume;

A statement indicating whether the current version of the CAFO'S NMP was approved by a certified nutrient management planner;

and

The following nutrient management planning information:

The actual crop(s) planted and actual yield(s) for each field;

The actual nitrogen and phosphorus content of the manure, litter, compost, and process wastewater;

The results of the calculations conducted in accordance with the Narrative Rate Approach;

The amount of manure, litter, compost, and process wastewater applied to each field during the previous 12-months;

For CAFOS utilizing the Narrative Rate Approach, the following information must be included in the Annual Report:

The results of any soil testing for nitrogen and phosphorus taken during the preceding 12 months,

The data used in calculations to determine maximum amounts of manure, compost, litter, and process wastewater to be

land applied at least once each year using Paragraph lx.C.L.d., and

The amount of any supplemental fertilizer applied during the previous 12 months
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Appendix A: Soil tests and Field Specification Sheets.

Table A 1; Soi! Test Results (ppm) [Form to be filled out with new year test datal

A-1

A-2

A-3

A-4

A-5

A-6

A-7

B-1

B-2

B-3

B-4

B-5

B-6

B-7

c-2

c-3

c-4

c-5

c-6

c-7

c-8

c-9

c-10

c-11

c-L2

c-13
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Field P Test
Used

Mg

pH

D-1

D-2

D-3

D-4

D-5

D-6

D-7

D-8

D-9

D-10

D-11

E-1

E-2

E-3

E-4

(1) Entered analysis may be the average of several individual analyses.

(2) Utah assumes that 80% of manure phosphorus and 85% of manure potassium is crop available. First-year per-acre

nitrogen availability for individual manure applications is given in the Planned Nutrient Applications table. For more

information about nitrogen availability in Utah, see Manure Estimated Nutrient Content spreadsheet, version 3.0e2.

Crop Rotations and Field Specification sheets.

1. the CAFO's planned crop rotations for each field for the period of permit coverage;

2. the projected amount of manure, litter, or process wastewater to be applied is identified for each field

in the attached field specification sheets.

3. projected credits for all nitrogen in the field that will be plant-available; Since the NMP accounts for
the decision to apply manure on the basis of the current soiltest the nitrogen needs and credits are accounted

for in the calculation.
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20t7

4. consideration of multi-year phosphorus application; The NMP accounts for multiple year applications
in the rate to be applied when perennial crops are planted.

5. accounting for other additions of plant-available nitrogen and phosphorus to the field; is accounted for
in the calculation of the impact of the nitrogen fixing crops in the chosen rotation.

the predicted form, source, and method of application of manure, litter, and process wastewater for
each crop.

Table A 2 Fields and crops with Nutrient applications

A-5 15 Barley 150

D-10 23 Barley 150

D-11 1 Barley 150

D-5 4 Barley 150

E-2 t2 Barley 150

A-1 t7.75 Corn 36

A-2 100 Corn 36

B-4 33 Corn 36

B-7 52.54 Corn 36

c-7 22.03 Corn 36

c-9 7.5 Corn 36

D-3 10.39 Corn 36

D-4 48.31 Corn 36

D-5 58.02 Corn 36

D-8 27.38 Corn 36

c-10 20.05 G rass 4

A-4 20 Hay 6

B-1 77 Hay 5

B-5 48.45 Hay 5
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c-72 t.4 Hay 6

c-13 10 Hay 5

c-2 624.43 Hay

c-3 58.75 Hay 6

c4 21.83 Hay 5

c-5 623.45 Hay

c-6 15.54 Hay 6

c-8 20.88 Hay 6

D-2 27.O9 Hay 5

D-7 8 Hay 6

E-4 2 Hay 6

B-2 27 Hay 6

A-6 15 Nu Hay 4

B-3 37 Nu hay 4

B-5 80 Nu Hay 4

D-9 47.5 Nu Hay

D-1 2.4 Pasture 10

E-3 16 Pasture 10

A-3 ,ooll11 Wheat

A-7 72 Wheat
'ooll

c-11 8 Wheat
'ooll

E-1 28 Wheat rooll
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Appendix Table A 3

NUTRIENT MAI\AGEM ENT (M a nure)
SPECIFICATION SIIEET

[ield and Soil Informetion 2016

Tract/Field Numbe(s): \ 125 acre pivot field Number of Acres I lZ5

il 47 ppm

Miller Brothen Bpress

HRT

Based on

t

Field OIIice: logan

Purpose(s)l To

Soil test nitrate-N:

To Itural source water r€sourcesofsurface and

To rnaintain or chemical and bthe condition of soil
To orreduce excess nutrient concentrations in the soil.

and nutrients for

Alfalfa

Soil test P:

lb N/acre

Yeld Coal:! 30 tons

Date: 06123/17Name:

Plenned By:

Lrop:

Crop phosphorus (P205) reconrrrndation:l__ l\l lb P2O5lacre Based on: I Crop Uptake

Il&nure Inlormation

liquid
04
0.3

Manure form:

1000

r000

Manure N content
Manure P205 content

Apfl ication Information

Crlculations

0 390

0 190

N-based P205-based

3. Additional nutrients n

factor5. Nutrient

6. Available nutrients in manure

lbs/1000 gallons

rate7 Manure
8 Travel distance while

4 Total N and P205 in manure \

1. Nutrients needed lbs/acre

lbs/acre

lbs/acre

lbs/ 1000 gallons

X 1000 gaUacre

feet

Cetification
I agree to the installation and maintenance of this practice as outlined. This practice,
as instaUed meets NRCS Standards and Specifrcations.

Planne r:Cooperator:

Method of application:

Timin g o f Incorporation :

Broadcast-incorporated Methodoflncorporation: Sprinkler

Manure will be incorporated within 24 d,ays

Date ofapplication:\ Field Conditionsl

Basis ofApplication: Nitrogen Actual Application Rate: X 1000 gaVacre
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Appendix Table A 4

20r6Iield and Soil Information

8 54 ppm

M iller Brothers Erpres s

Based on

I

HRT

C4

Date: 6123117

Field Office: togan

Purpose(s )l To budget and supply nutrients for plant production

chemical and bio

Name

Planned By:

Tract/Field Numbe(s): \

Soil test nitrate-N:

und water resources.

so

ofsurface andTo minimize source

theTo maintain or
or e)cess nutrient concentrations in the soil.To

Cro

Soil test P:

lb N/acre

Number of Acres:! 25

Yield C-nal:\ 100 buCrop:r Wheat (Irr)

Crop phosphorus (P205) recommendatlon : lb P205/acre Based on: I Crop Uptake

ll,bnure Information

liquid
0.4

0.3

Manure florm:

Manure P205 content:
Manure N content: 1000 gallons

1000 gallons

Apfl ication Information

Calculations

142 70

142 70

N-based P205-besed

3. Additional nutrients needed (lb/acre)

.l

7. Manure lication rate

8. Travel distance while unloading spreader

lbs/1000 gallons4. TotalN and P205 in manure

5. Nutrient availability factor
6. Available nutrients in manure

'1. Nutrients needed lbs/acre

lbs/acre

lbs/acre

lbs/1000 gallons

X 1000 gaUacre

feet

Certification
I agree to the instalhtion and maintenance of this practice as outlined. This practice,
as installed, meets NRCS Standards and Specifrcations.

PlannenCoope raton

Method ofapplication:

Timing of Incorporation :

Date of application)

Basis ofApplication:

Broadcast Method of Incorporation

Manure will be incorporated within 24 days

Field Conditions:\

Nitrogen Actual Application Rate

Plow

X l000gaVacre
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Table 5 Appendix A

NUTRENT MAIIAGEMENT (Manurc)
SPECIFICATION SIIEET

ve soil.

trield end

U ppm 30 ppm

Miller Brothers Eryress Mt23n7

water resources

A4

Based on:

\

FIRT

(N) reco

Name:

Planned By:

Tract/Field Number(s ): 
I

Soil test nitrate-N:

and s nutrients forPurpose(s):r To

ofsurface andnon sourceTo minimize

orTo

orreduce e)cess nutrient concentrations in the soil.To

Date:

Field Oflice:

Number of Acres:\ 20

Yreld Coal:\ 30 tons

Soil test P:

lb N/acre

crop) Alfalfa

TECOITIIIEN on:p

llflrnure Information

liquid
0.4

0.3

r000 allons

Manure form:

1000 g

Manure N content:
Manure P205 content:

Information

Calculations

0 390

0 390

N-based P2O5-based

I

5. Nutrient availab factor

3. Additional nutrients needed

lbs/1000 gallons4. Total N and P205 in nnnure

6 Available nutrients in manure

8. Travel distance while unloading spreader
7 Manure application rate

lbs/acre
lbs/acre

lbs/acre

lbs/1000 gallons

X 1000 gaUacre

feet

I Nutrients needed

Ceftitrcation
I agree to the installation and maintenance of this practice as outlined. This practice,
as installed, meets NRCS Standards and Specifications.

Coope rato n Planne r:

Method ofapplication

Timin g of lncorporation

Method of Incorporation

Manure will be incorporated within 5-7 days

Date of applicationl Field Conditions:\

BasisofApplication: Nitrogen ActualApplicationRate

Broadcast Plow

X 1000 gaVacre
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Table 6 Appendix A.

NUTRIEIIT MAIIAGEM EI\T (M anure)
SPECIFICATION SIIEET

non llution ofsurface and ground water resourcessource
condition ofsoil.and

2016trield and Sdl Inforrnstion

24 ppm

Miller Brothers E&ress

nutrients for

To prevent or reduce e)aess nutrient

1N) reconrnendation Based on

\

HRT

and

or

c-5

Field Office: L.ogan

Purpose(s):\ To

Soil test n

To
To

Tract/Field Numbe(s): \

Crop) Afalfa

Soil test P:

lb N/acre

Number of Acres:! 2j.5

Yeld Cnal:\ 30 tons

Date: 06123/17Name:

Planned By:

Crop phosphorus (P205) reconrmendatlon lb tr)o5lacre tsased on: I Urop Uptake

l\ihnure Information

Manure form:

Manure N content:
Manure P205 content:

liquid
04
0.3

000

Adication Infornution

Calculations

0 390

0 3q)

N-bascd P205-based

factor5. Nutrient

6. Available nutrients in manure

lbs/ 1000 gallons

3. Additional nutrients needed (lb/acre)

7 Manure application rate

8 Travel distance while unloading spreader

4. Total N and P205 in manure
!

lbs/acre

lbs/acre

lbs/acre

lbs/1000 gallons

X 1000gaVacre

feet

l. Nutrients needed

Certillcation
I agree to the installation and maintenance of this practice as outlined. This practice,
as installed, meets NRCS Standards and Specifrcations.

Cooperator: Planner:

Method of application

Timin g of lncorporation

Method of Incorporation

Manure will be incorporated within 5-7 days

Date ofapplication:t Field Conditionsl

Bas is of Application: Nitroge n Actual Application Rate:

Ekoadcast Plow

X 1000gaVacre
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Table 7 Appendix A

NUTRIE IT MAI\AGEMENT (Manut)
SPECIFICATION SIIFRT

trield end

ll ppm

MillerBrothers Bpress

Based on:

t

HRT

B5

Purpse(s):\ To and supp nutrients for

Name:

Planned By:

Soil test nitrate-N:

TracVField Numbe(s):!

int source water rcsources.ofsurface andTo minimire

chemical and condition ofsoil.To naintain or inprove the

To or reduce e>cess nutrient concentrations in the soil.

Alfalfa

Date: W2ill7

Iield OI[ce: I-ogan

Soil test P:

lb N/acre

NunberofAcres:t ,18.5

Yield C,oal:\ 30 tonsCrop:\

Crop phosphorus @205) on

lldrnure trnformetion

liquid
0.4

0.3

Manure form:

Manure N content:
Manure P205

1000

1000

Information

Cdculetions

0 390

0 390

4. Total N and P205 in nnnure !

N-based P205-based

3 Additional nutrients needed (lb/acrc)

7

lbs/1000 gallons

8. Travel distance while unload

rate

l. Nutrients needed lbs/acre
lbs/acre

lbs/acre

lbs/1000 gallons

X 1000 gaUacre

feet

Ceftificetion
I agree to the installation and maintenance of this practice as outlhed. This practice,
as installed, meets NRCS Standards and Specifrcations.

Coopemton Plannen

Method of application:

Timing of Incorporation :

Date of applicationl

Basis ofApplication:

Broadcast Method of [ncorporation

Manure will be incorporated within 5-7 days

Field Conditions:\

Nitrogen Actual Application Rate:

Plow

X 1000 gallacre
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Projecfi Miller Broo. Exprecs North Llgmn
Location: 141 X 135 (W XL top) 1-3 slope

GivcaDaa:

= Bottom I*nSlh - BL-l (Ft.)

l: :Bottoolqph-Bl_2 (Ft.)

= Botom Widtt - Bw-l (Ft.)

= StoraeB Depth - Ds (Ft.)

: Storage Depth + Freeboard - Dr (Ft.)

- Sittc Slope (Zr)

= Sidc SloPe (Zz)

=Topwidh(Tw)

1t

CROSS SECTION

Top Vldth T w

I

Br-?

Br -l

Eotton

Br -2

Bw-I

PLAN VIEV

Itrortshptr 6

WASTE STORAGE POND VOLT'ME

16.0

51.0

2,36

E,736

19,176

20,874

I41, r 65

1,055,914

150,576

Dgita,z TBnWl
By: trm

Compted Data:

= Average Bottomlength (Ft.)

= Average Bottom Wdm Gt.)

- Surhce Arca at Bottom (Sq. Ft.)

= Surhce Area u lt,fidpoir Storagp ryh (Sq. Ft.)

= Sufice Area d Fu[ Storage Dopth (Sq. Ft.)

: Sufice Arca d Fu[ Storagp Depth + Freeboard (Sq. Ft.)

= Volrre at Stonge Deph (Cu. Ft.)

= Volume at StorageDepnh (Gal)

= Volume u Storagp D€pth + F ceboard (Cu. Ft.)

Dr

Copy of Mk Fec@ No.tr lrgodr



$rdsH7

WASTE STORAGE PONI)

Projech Miller Bros. Exprcss Middte Iagoon
Locetion: 141 X 25E (W X L top) 1-3 lope

Givenha:

= Bottom L€ogth - BL-l (Ft.)

: Bottom length - BL-2 (Ft.)

I ':BottomWidth-Bw-l (Ft.)

. = Bouom Width - Bw-2 (Ft.)

Storags Dcgth - Ds (Ft.)

= Storage De,pth + Frccboard - Dt (Ft.)

= Side Slope (21)

: Side Slopc (22)

': toP WiaO (tw)

Date'.7BDW
By: trm

Tw

Zt

CROSS SECTII]N

Top Vidth Tr

Br -l

Bw- t
Botton Bt-?

Zz

Dr

Ds

PLAN VIEV

ComputedData:

168.0 = AvcrageBottomlm$h Gt.)

51.0 : Average Bottom Width (Ft.)

8,568 = Surftoe ArEs d Bottom (Sq. Ft)

20,448 = Surfroe Areo rt Mdpoid Storagc D€prh (Sg. Ft.)

36,378 : Surfrc€ Area d Full Storage Depth (Sq. Ft.)

38,808 : Surfac€ Area d Full Stonge Depth + Fr€€board (Sq. Ft )

316,845 : Volume at Storage Depth (Cu. Ft.)

2)70,W = Volume d Storage DAth (Gal)

337,968 = Volume at Storage Depth + Freeboard (Cu. Ft.)

Copy of ilEer Fee@ fddde Lagoon



Worksheet 8

WASTE STORAGE POND VOLT'ME

Project Miller Bros. Erpress South Legoon
Location: 141 X 115 (W X L top) 1-3 slope

Given Data:

= BottomLength - SL.l (Ft.)

: Bottom Lcogth - BL_2 (Ft.)

:::::':^ -BotomWidth-Bw-l (Ft.)

: Bottom ffidth - Bw-2 (Ft.)

= Storage Depth - Ds (Ft.)

: Sid,e Slope (Zr)

: Side Slope (Z)

':;: t:ropryidrh(Iw)

Tw

Dr

Zt

Ds

CROSS SECTION

Top Vldth Tw

BL -l

Br- I
Botton B*-?

Br -2

Date: TBAW
By: trm

PLAN VIEV

CoryrtedDAa:

25.0 = Average Bottom Lcngth (Ft.)

51.0 - Arrcrrge Bottom Width (Ft.)

1,275 : Surhce Ares at Bottom (Sq. Ft.)

6,72O : Surfrce Ar€s at Mdpoid Storage ryh (Sq. Ft.)

16,215 : Surfrce Area Et Full Storagp Depth (Sq. Ft.)

17,787 : Surfrce Area d Full Storage Deptb + FrEcbosrd (SC. Ft.)

ll0,925 : Volumc at Storage Depth (Cu. Ft.)

829,719 : Volumc u Storage Dcpth (Gal)

118,320 = Vohrme at Storage Depth + Freeboard (Cu. Ft.)

@y of Mlcr Fccdyad Sorr0r t geort



Appendix B: NRCS Practice Standards; Nutrient Management 590 and
waste Facility Closure 360

NATURAL RESOURCES CONSERVATION SERVICE

CONSERVATION PRACTICE STANDARD

NUTRIENT MANAGEMENT
(Ac.)

coDE 590

DEFINITION
Managing the amount (rate), source, placement (method of application), and timing of plant nutrients and soil
amendments.

PURPOSE
To budget, supply, and conserve nutrients for plant production.

To minimize agricultural nonpoint source pollution of surface and groundwater resources.

To properly utilize manure or organic by-products as a plant nutrient source.

To protect air quality by reducing odors, nitrogen emissions (ammonia, oxides of nitrogen), and the formation of
atmospheric particulates.

To maintain or improve the physical, chemical, and biological condition of soil.

CONDITIONS WHERE PRACTICE APPLIES
This practice applies to all lands where plant nutrients and soil amendments are applied. This standard does not apply to
one-time nutrient applications to establish perennial crops.

CRITERIA
General Criteria Applicable to All Purposes

A nutrient budget for nitrogen, phosphorus, and potassium must be developed that considers all potential sources of
nutrients including, but not limited to, green manures, legumes, crop residues, compost, animal manure, organic by-
products, biosolids, waste water, organic matter, soil biological activity, commercial fertilizer, and irrigation water.
Enhanced etficiency fertilizers, used in Utah must be defined by the Association of American Plant Food Conkol Officials
(AAPFCO) and be accepted for use by
Robert L. Hougaard Utah Department of Agriculture and Food 350 N. Redwood Rd. PO Box 146500 Salt Lake City, UT
84114-6500 Phone: (801) 538-7187 who is the State fertilizer control official, with responsibility for verification of product
guarantees, ingredients (by AAPFCO definition) and label claims.

For nutrient risk assessment policy and procedures see Title '190, General Manual (GM), Part 402, Nutrient Management,
and Title 190, National lnstruction (Nl), Part 302, Nutrient Management Policy lmplementation.
To avoid salt damage, the rate of applied nitrogen and potassium in starter fertilizer must be consistent with Utah State
University guidelines; The Utah Fertilizer Guidehttp://extension.usu.eduffiles/publications/publicetion/Ac_431. pdf Page
23. The NRcs-approved nutrient risk assessment for nitrooen must be completed on all source protection zones
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identified by the State of Utah Department of Environmental Quality Division of Drinking Water. NRCS Field offices have
access to this GIS database layer. Contact Ryan Pierce at NRCS for specific maps and updates.
The NRCS-approved nutrient risk assessment for ohosohorus must be completed when:

phosphorus application rate exceeds Utah State University fertility rate guidelines for the planned crop(s), or

the planned area is within a phosphorus- impaired watershed (contributes to 3o3d-listed water bodies), or

where NRCS and the State of Utah Oivision of Water Ouality have not determined specific conditions where the
risk of phosphorus loss is low.

A phosphorus risk assessment will not be required when the State NRCS, with concurrence ofthe State of Utah Division
of Water Quality, has determined specific conditions where the risk of phosphorus loss is low. These fields gggl have a
documented agronomic need for phosphorus; based on soil test phosphorus (STP) and Utah State University nutrient
recommendations. When Nutrient Management 590 is planned, all fields will be rated using Utah's Manure Application
Risk lndex UMARI.

On organic operations, the nutrient sources and management must be consistent with the USDA's National Organic
Program.
Areas contained within minimum application setbacks (e.9., sinkholes, wellheads, gullies, ditches, or surface inlets) must
receive nutrients consistent with the setback restrictions listed in the Utah Manure Application Risk lndex.
Applications of irrigation water must minimize the risk of nutrient loss to surface and groundwater.
Soil pH must be maintained in a range that enhances an adequate level for crop nutrient availability and utilization. Refer
to Utah Fertilizer Guide: http://extension. usu edu/files/publications/publication/AG_431.pdfSoil, Manure, and Tissue
Sampling and Laboratory Analyses (Testing).
Nutrient planning must be based on current soil, manure, and (where used as supplemental information) tissue test
results developed in accordance with Utah State University guidance, or industry practice. (reference material - list here
Current soil tests are those that are no older than one year for annual crops or 3 years for perennial crops, The area
represented by a soil test must be that acreage recommended by Utah State University.
Where a conservation management unit (CMU) is used as the basis for a sampling unit, all acreage in the CMU must
have similar soil type, cropping history, and management The soil and tissue tests must include analyses pertinent to
monitoring or amending the annual nutrient budget, e.9., pH, electrical conductivity (EC) and sodicity where salts are a
concern, soil

organic matter, phosphorus, potassium, or other nutrients and test for nitrogen where applicable.
Guidelines from the Utah Fertilizer Guide will be used for sampling
Soil test analyses must be performed by laboratories successfully meeting the requirements and performance standards
of the North American Proficiency Testing Program-Performance Assessment Program (NAPT-PAP) under the auspices
of the Soil Science Society of America (SSSA) and NRCS, or other NRCS-approved program that considers laboratory
performance and proficiency to assure accuracy of soil test results NAPT can be found here:
hno://www naotDroqram. ora/abouUoarticioants

Nutrient values of manure, organic by-products and biosolids must be determined prior to land application.
Manure analyses must include, at minimum, total nitrogen (N), ammonium N, total phosphorus (P) or P2Os, total
potassium (K) or KrO, and percent solids, or Utah State University guidance regarding required analyses.
Manure, organic by-products, and biosolids samples must be collected and analyzed at least annually, or more frequently
if needed to account for operational changes (feed management, animal type, manure handling strategy, etc.) impacting
manure nutrient concentrations. lf no operational changes occur, less frequent manure testing is allowable where
operations can document a stable level of nutrient concentrations for the preceding three consecutive years, unless
federal, State, or local regulations require more frequent testing.
Samples must be collected, prepared, stored, and shipped, following Utah State University guidance or industry practice
When planning for new or modified livestock operations, acceptable "book values" recognized by the NRCS (e 9., NRCS
Agricultural Waste Management Field Handbook) and Utah State University, or analyses from similar operations in the
geographical area, may be used if they accurately estimate nutrient output from the proposed operation.
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Manure testing analyses must be performed by laboratories successfully meeting the requirements and performance
standards of the Manure Testing Laboratory Certification program (MTLCP) under the auspices of the Minnesota
Department of Agriculture, httortu/ww2.mda.state.mn.us^^,ebaoo/lis/manurelabs.isp

or other NRCS- approved program that considers laboratory performance and proficiency to assure accurate manure test
results.
Nutrient Application Rates.
Planned nutrient application rates for nitrogen, phosphorus, and potassium must not exceed Utah State University
guidelines or industry practice when recognized by the university.
At a minimum, determination of rate must be based on crop/cropping sequence, current soil test results, realistic yield
goals, and NRCS- approved nutrient risk assessments.
lf the land-grant university does not provide specific guidance that meets these criteria, application rates must be based
on plans that consider realistic yield goals and associated plant nutrient uptake rates.
Realistic yield goals must be established based on historical yield data, soil productivity information, climatic conditions,
nutrient test results, level of management, and local research results considering comparable production conditions.
Estimates of yield response must consider factors such as poor soil quality, drainage, pH, salinity, etc., prior to assuming
that nitrogen and/or phosphorus are deficient.
For new crops or varieties, industry- demonstrated yield, and nutrient utilization information may be used until Utah State
University information is available.
Lower-than-recommended nutrient application rates are permissible if the groweis objectives are met.
Applications of biosolids, starter fertilizers, or pop-up fertilizers must be accounted for in the nutrient budget.
Nutrient Sources.
Nutrient sources utilized must be compatible with the application timing, tillage and planting system, soil properties, crop,
crop rotation, soil organic content, and local climate to minimize risk to the environment.
Nutrient Application Timing and Placement.
Timing and placement of all nutrients must correspond as closely as practical with plant nutrient uptake (utilization by
crops), and consider nutrient source, cropping system limitations, soil properties, weather conditions, drainage system,
soil biology, and nutrient risk assessment results.
Nutrients must not be surface-applied if nutrient losses offsite are likely. This precludes spreading on:
. frozen and/or snow-covered soils, and

. when the top 2 inches of soil are saturated from rainfall or snow melt.

Exceptions for the above criteria can be made for surface-applied manure when the Utah Manure Application
Risk lndex is used and the risk is "Low". Additional Criteria to Minimize Agricultural Nonpoint Source Pollution
of Surface and Groundwater

Planners must use the current Utah Manure Application Risk lndex.
When there is a high risk of transport of nutrients, conservation practices must be coordinated to avoid, control, or trap
manure and nutrients before they can leave the field by surface or subsurface drainage (e.9., tile). The number of
applications and the application rates must also be considered to limit the transport of nutrients to tile drains.
Nutrients must be applied with the right placement, in the right amount, at the right time, and from the right source to
minimize nutrient losses to surface and groundwater. The following nutrient use efficiency strategies or technologies must
be considered:

slow and controlled release fertilizers

nitrifi cation and urease inhibitors

enhanced efficiency fertilizers

incorporation or injection

timing and number of applications

soil nitrate and organic N testing

coordinate nutrient applications with optimum crop nutrient uptake

Corn Stalk Nikate Test (CSNT), Pre-Side dress Nitrate Test (PSNT), and Pre-Plant Soil Nitrate Test (PPSN)
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. tissue testing, chlorophyll meters, and spectral analysis technologies

. other land-grant university recommended technologies that improve nutrient use efficiency and minimize surface or
groundwater resource concerns.

Additional Criteria Applicable to Properly Utilize Manure or Organic By-Products as a Plant Nutrient Source

When manures are applied, and soil salinity is a concern, salt concentrations must be monitored to prevent potential crop
damage and/or reduced soil quality.
The total single application of liquid manure:
. must not exceed the soil's infiltration or water holding capacity

. be based on crop rooting depth

o must be adjusted to avoid runoff or loss to subsurface tile drains.

Crop production activities and nutrient use efflciency technologies must be coordinated to take advantage of mineralized
plant-available nitrogen to minimize the potential for nitrogen losses due to denitrification or ammonia volatilization.
Nitrogen and phosphorus application rates must be planned based on risk assessment results as determined by the Utah
Manure Application Risk lndex.

. Manure or organic by-products may be applied on legumes at rates equal to the estimated removal of nitrogen in
harvested plant biomass, not to exceed Utah State University recommendations.

Manure may be applied at a rate equal to the recommended phosphorus application, or estimated phosphorus removal in
harvested plant biomass for the crop rotation, or multiple years in the crop sequence at one time. When such applications
are made, the application rate must not exceed the acceptable phosphorus risk assessment criteria, must not exceed the
recommended nitrogen application rate during the year of application or harvest cycle, and no additlonal phosphorus must
be applied in the current year and any additional years for which the single application of phosphorus is supplying
nutrients
Additional Criteria to Protect Air Quality by Reducing Odora, Nitrogen Emissions and the Formation of
Atmospheric Particulates

To address air quality concerns caused by odor, nitrogen, sulfur, and/or particulate emissions; the source, timing, amount,
and placement of nutrients must be adjusted to minimize the negative impact of these emissions on the environment and
human health. One or more of the following may be used:

slow or controlled release fertilizers

nitrification inhibitors

urease inhibitors

nutrient enhancement technologies

incorporation

injection

stabilized nitrogen fertilizers

residue and tillage management

no{lll or strip{ill

other technologies that minimize the impact of these emissions

Do not apply poultry lifter, manure, or organic by-products of similar dryness/density when there is a high probability that
wind will blow the material offsite.

Additional Criteria to lmprove or Maintain the Physical, Chemical, and Biological Condition of the Soil to
Enhance Soil Quality for Crop Production and Environmental Protectaon
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Time the application of nutrients to avoid periods when field activities will result in soil compaction.
ln areas where salinity is a concem, select nutrient sources that minimize the buildup of soil salts.

CONSIDERATIONS
Elevated soil test phosphorus levels are detrimental to soil biota. Soil test phosphorus levels should not exceed State-
approved soil test thresholds established to protect the environment.
Use no-till/strip{ill in combination with cover crops to sequester nutrients, increase soil organic matter, increase aggregate
stability, reduce compaction, improve intlltration, and enhance soil biological activity to improve nutrient use efficiency.-
Use nutrient management strategies such as cover crops, crop rotations, and crop rotations with perennials to improve
nutrient cycling and reduce energy inputs.
Use variable-rate nitrogen application based on expected crop yields, soil variability, soil nitrate or organic N supply levels,
or chlorophyll concentration.
Use variable-rate nitrogen, phosphorus, and potassium application rates based on site-speclfic variability in crop yield, soil
characteristics, soil test values, and other soil productivity factors.
Develop site-specific yield maps using a yield monitoring system. Use the deta to further diagnose low- and high- yield
areas, or zones, and make the necessary management changes. See Title 190, Agronomy Technical Note (TN)
190.AGR.3, Precision Nutrient Management Planning.
Use manure management conservation practices to manage manure nutrients to limit losses prior to nutrient utilization.
Apply manure at a rate that will result in an "improving" Soil Conditioning lndex (SCl) without exceeding acceptable risk of
nitrogen or phosphorus loss.
Use legume crops and cover crops to provide nitrogen through biological fixation and nutrient recycling.
Modify animal feed diets to reduce the nutrient content of manure following guidance contained in Conservation Practice
Standard (CPS) Code 592, Feed Management.
Soil test information should be no older than 1 year when developing new plans.
Excessive levels of some nutrients can cause induced deficiencies of other nutrients, e.9., high soil test phosphorus levels
can result in zinc deficiency in corn.
Use soil tests, plant tissue analyses, and field observations to check for secondary plant nutrient deficiencies or toxicity
that may impact plant growth or availability of the primary nutrients.
Use the adaptive nutrient management learning process to improve nutrient use efficiency on farms as outlined in the
NRCS' National Nutrient Policy in GM 190, Paft 402, Nutrient Management.
Potassium should not be applied in situations where an excess (greater than soil test potassium recommendation) causes
nutrient imbalances in crops or forages.
Workers should be protected from and avoid unnecessary contact with plant nutrient sources. Extra caution must be
taken when handling anhydrous ammonia or when dealing with organic wastes stored in unventilated enclosures.
Material generated from cleaning nutrient application equipment should be utilized in an environmentally safe manner.
Excess material should be collected and stored or field applied in an appropriate manner.
Nutrient containers should be recycled in compliance with State and local guidelines or regulations.
Considerations to Minimize Agricultural Nonpoint Source Pollution of Surface and Groundwater.
Use conservation practices that slow runotf, reduce erosion, and increase infiltration, e.9., filter strip, contour farming, or
contour buffer strips. These practices can also reduce the loss of nitrates or soluble phosphorus.
Use applicetion methods and taming strategies that reduce the risk of nutrient transport by ground and surface waters,
such as:
. split applications of nitrogen to deliver nutrients during periods of maximum crop utilization,

. banded applications of nitrogen and/or phosphorus to improve nutrient availability,

. drainage water management to reduce nutrient discharge through drainage systems, and

. incorporation of surface-applied manures or organic by-products if precipitation capable of producing runoff or erosion
is forecast within the time of planned application.

Use the agricultu[al chemical storage facility conservation practice to protect air, soil, and water quality.
Use bioreactors and multistage drainage strategies when approved by Utah State University.
Considerations to Protect Air Ouality by Reducing Nitrogen and/or Particulate Emissions to the Atmosphere.
Avoid applying manure and other by-products upwind of inhabited areas.
Use high-etficiency irrigation technologies (e.9., reduced-pressure drop nozzles for center pivots) to reduce the potential
for nutrient losses.
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PLANS AND SPECIF]CATIONS
The following components must be included in the nutrient management plan:
. aerial site photograph(s)iimagery or site map(s), and a soil survey map of the site,

. soil information including: soil type surface texture, pH, drainage class, permeability, available water capacity, depth to
water table, restrictive features, and flooding and/or ponding frequency,

. location of designated sensitive areas and the associated nutrient application restrictions and setbacks,

. for manure applications, location of nearby residences, or other locations where humans may be present on a regular
basis, and any identified meteorological (e.g , prevailing winds at different times of the year), or topographical
influences that may affect the transport of odors to those locations,

. results of approved risk assessment tools for nitrogen, phosphorus, and erosion losses,

. documentation establishing that the application site presents low risk for phosphorus transport to local water when
phosphorus is applied in excess of crop requirement.

. current and/or planned plant production sequence or crop rotation,

o soil, water, compost, manure, organic by-product, and plant tissue sample analyses applicable to the plan,

o when soil phosphorus levels are increasing, include a discussion of the risk associated with phosphorus accumulation
and a proposed phosphorus draw-down strategy,

. realistic yield goals for the crops,

. complete nutrient budget for nitrogen, phosphorus, and potassium for the plant production sequence or crop rotation,

. listing and quantification of all nutrient sources and form,

. all enhanced efficiency fertilizer products that are planned for use,

. in accordance with the nitrogen and phosphorus risk assessment tool(s), specify the recommended nutrient
applicetion source, timing, amount (except for precision/variable rate applications specify method used to determine
rate), end placement of plant nutrients for each field or management unat, and

o guidance for implementation, operation and maintenance, and recordkeeping.

ln addition, the following components must be included in a precision/variable rate nutrient management plan:
. Document the geo-referenced field boundary and data collected that was processed and analyzed as a GIS layer or

layers to generate nutrient or soil amendment recommendations.

Document the nutrient recommendation guidance and recommendation equations used to convert the GIS base
data layer or layers to a nutrient source material recommendation GIS layer or layers.

Document if a variable rate nutrient or soil amendment application was made

Provide application records per management zone or as applied map within individual field boundaries (or electronic
records) documenting source, timing, method, and rate of all applications that resulted from use of the precision

agrlculture process for nutrient or soil amendment applications.

a Maintain the electronic records of the GIS data layers and nutrlent applications for at least 5 years.

lf increases in soil phosphorus levels are expected (i.e., when N-based rates are used), the nutrient management plan
must document:
. the soil phosphorus levels at which it is desirable to convert to phosphorus based planning,

. the potential plan for soil test phosphorus drawdown from the production and harvesting of crops, and

a

a

a
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. management activities or techniques used to reduce the potential for phosphorus transport and loss,

. for AFOS, a quantiflcation of manure produced in excess of crop nutrient requirements, and

. a long-term strategy and proposed implementiation timeline for reducing soil P to levels that protect water quality,

CERTIFICATION REQUIREMENTS

The data listed below is necessary at a minimum to document that the completed practice meets the standard and

specification:

1 . How the producer has adopted the management and mitigating practices listed on the UMARI

2. Nutrient application records that show nutrients were applied according to the soil test and/or plant tissue test

3. Soil test and other test results (i.e. plant tissue test, manure test), where appropriate

4. Crop(s) grown and yield records

5. Timing and method of application

6. Map indicating acres treated

OPERATION AND MAINTENANCE
Conduct periodic plan reviews to determine if adjustments or modifications to the plan are needed. At a minimum, plans
must be reviewed and revised, as needed with each soil test cycle, changes in manure volume or analysis, crops, or crop
management.
Fields receiving animal manures and/or biosolids must be monitored for the accumulation of heavy metals and
phosphorus in accordance with land- grant university guidance and State law.
Significant changes in animal numbers, management, and feed management will necessitate additional manure analyses
to establish a revised average nutrient content.
Calibrate application equipment to ensure accurate distribution of material at planned rates.
Document the nutrient application rate. When the applied rate differs from the planned rate, provide appropriate
documentetion for the change.
Records must be maintained for at least 5 years to document plan implementation and maintenance. As applicable,
records include:
o soil, plant tissue, water, manure, and organic by-product analyses resulting in recommendations for nutrient

application,

. quantities, analyses and sources of nutrients applied,

. dates, and method(s) of nutrient applications, source of nutrients, and rates of application,

. weather conditions and soil moisture at the tlme of application; lapsed time to manure incorporation; rainfall or
irrigation event,

. crops planted, planting and harvest dates, yields, nutrient analyses of haNested biomass, and crop residues
removed,

. dates of plan review, name of reviewer, and recommended changes resulting from the review, and

. all enhanced efflciency fertilizer products used.

Additional records for precision/variable rate sites must include:
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. maps identifying the variable application source, timing, amount, and placement of all plant nutrients applied, and

. GPs-based yield maps for crops where yields can be digitally collected.
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NATURAT RESOURCES CONSERVATION SERVICE CONSERVATION PRACTICE

STANDARD

WASTE FACIIITY CTOSURE

(No.) CODE 360

DEFINITION
Mitigate air emissions.

Eliminate a safety hazard for humans and
livestock.

Safeguard the public health.

The decommissioning of facilities, and/or the
rehabilitation of contaminated soil, in an
environmentally safe manner, where
agricultural waste has been handled, treated,
and/or stored and is no longer used for the
intended purpose.

PURPOSE

Protect the quality of surface water and
groundwater resources.

CONDITIONS WHERE PRACTICE APPLIES

This practice applies to agricultural waste
facilities or livestock production sites that are no
longer needed as a part of a waste management
system and are to be permanently closed or
conveded for another use. These facilities include
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liquid/dry waste storage facilities, confined
animal housing, feedlots, livestock yards, or
composting facilities.

This practice applies where impoundments that
are to be converted to fresh water storage
meet current NRCS standards.

Where structures that include agricultural waste
storage, such as confined animal housing, are
to be decommissioned, this practice willapply to
the removal of the waste and rehabilitation of
soil within the facility.

This practice applies to remediation of soil
contaminated by agriculturalwastes that have
been stored on-site.

It does not apply to sites contiaminated
by materials that require the issuance of
a

hazardous waste permit, such as fuel or
pesticides.

CRITERIA

General Criteria Aoolicable to All Purooses

The closure shallcomply with all Federal, State,
and local laws, rules, and regulations including
national pollutant discharge elimination system
(NPDES) requirements.

Existing waste transfer components that
convey to waste facilities or provide drainage
from the facility area shall be removed and
replaced with compacted earth materialor
othenrise rendered unable to convey waste.

Remove manure, agricultural waste, and
contaminated soilto the maximum extent
practicable. All manure and agricultural waste
that could negatively impact water and/or air
quality or pose a safety hazard shall be
removed as deemed practicable. All liquid,
slurry, sludge, and solid waste, and soil
removed from the facility shall be utilized in
accordance with NRCS Conservation Practice
Standards, Nutrient Management, Code 590
and/or Waste Utilization, Code 633.

Precautions (fencing and warning signs) shall
be used where necessary to ensure that the
facility is not used for purposes incompatible
with the facility modification.

Erosion and Pollution Control. All disturbed
areas shall be re-vegetated or treated with
other suitable measures used to control

erosion and restore the aesthetic value of the
site. Sites, not suitable for re-vegetation
through normalcropping practices, shall be
vegetated in accordance with NRCS
Conservation Practice Standard, Critical Area
Planting, Code342.

Liquid and Slurry Waste Removal. Liquid and slurry
wastes shall be agitated and pumped to

the maximum extent

practicable. Water shall be added as necessary
to facilitate the agitation and pumping. The
wastewater shall be utilized in accordance with
NRCS Conservation Practice Standard, Nutrient
Management, Code 590 and/or Waste Utilization,
Code 633.

Sludge Removal. During sludge removal
operations, the integrity of the liner, if one is
present, shall be maintained. Sludge shall be
removed to the maximum extent practicable and
utilized in accordance with NRCS Conservation
Practice Standard, Nutrient Management, Code
590 and/or Waste Utilization, Code 633.

lmpoundment Glosure. Three options are
associated with the decommissioning of liquid
waste impoundments. One of the following will be
used.

1. Embankment Impoundments (those with a depth
of water at the design water level of three feet or
more above natural ground) may be breached so

that they no longer impound water. The
embankment material can then be graded into the
impoundment area, and the area vegetated for
another use. Or the embankment may remain if
the impoundment area surface has been
sufficiently cleaned so that runoff leavingthe site
would not be considered as contaminated by the
wastes.

2. Excavated Impoundments may bebackfilled so

that these areas may be reclaimed for other uses.
3. Impoundments may be converted to fresh water

storage.

Embankment lmooundments. Waste and sludge
shall be removed from the impoundment before
the embankment is breached. Concrete and
flexible membrane liners shall be removed or
rendered unable to impound water and properly
disposed of. The slopes and bottom of the
breach shall be stable for the soil material
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involved, however the side slopes shall be no
steeper than three horizontal to one vertical
(3:1).

Excavated lmooundments. Concrete and
flexible membrane liners shall be removed or
rendered unable to impound water and properly
disposed of. The backfill height shall exceed the
height to the design finished grade by a
minimum of 5 percent to allow for setllement.
The top one foot of the backfill shall be

constructed of the most impervious soil material
readily available and mounded to shed rainfall
runoff. lncorporate available topsoil where
feasible to aid establishment of vegetation.

Conversion to Fresh Water Storaoe. The
converted impoundment shall meet the
requirements as set forth in the appropriate
NRCS practice standard for the intended
purpose. Where the original impoundment was
not constructed to meet NRCS standards, the
investigation for structural integrity shall be in
accordance with National Engineering Manual
(NEM) 501.23. When it is not practical to
remove the sludge from a waste impoundment
that is being converted to fresh water storage,

for fish
watering until

these purposes

Fabricated Liquid Waste Facilities. lf
fabricated structures are to be demolished,
disassembled or otherwise altered, it shall be
done to such an extent that no water can be
impounded. Disassembled materials such as
pieces of metal shall be temporarily stored in
such a manner that they do not pose a hazard to
animals or humans until their final disposition.

Demolished materials shall be buried on-site or
moved off-site to locations designated by state
or locel officials lf buried on-site, the materials
are to be covered with soil to a settled depth of
at least one foot. The backfill height shallexceed
the height to the design finished grade by a
minimum of 5 percent to allow for settlement,
and the backfill be sufficiently mounded such
that runoff will be diverted from the site afier the
backfill seftles.

Dry Waste Storage or Treatment Facilities. The soil

at dry waste facilities such as confined animal
housing, feedlots, livestock yards, or composting
facilities with earthen floors must be evaluated.

The evaluation shall include laboratory analyses
of the soil proflle for any nutrients for which
specific information is needed to determine the
required depth of rehabilitation. Soil samples
shall be taken at multiple locations and depths
within the facility. One sample per depth interval
per acre of the area being decommissioned with
a minimum of 3 samples per depth interval shall
be taken. Samples taken for each specified
sampling depth interval may be consolidated

offiJilie
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into a single set (e.9., 3 samples taken at the 0
to 6 inch depth interval may be consolidated
into
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a single sample for testing). The samples shall be collected, prepared and tested in accordance with
NRCS Conservation Practice Standard, Nutrient Management, Code 590.

The results of the soil analysis will be used to prepare a plan to recover the site for its intended use. The
following site appropriate options shall be utilized, if needed:

. Adjust pH to restore desired crop growing conditions

. Plant salt tolerant plants to restore the siteto desired crop conditions. The harvested vegetation quality should
be monitored for N, P, and K removal.

o Select plants and erosion control practices to minimize phosphorus transport from the site aad facilitate
remediation of excessively high phosphorus levels.

Although in-situ processes are the prefened method for adjusting the soil conditions, removal of a
portion of the soil may be necessary. The removed soil shall be land applied in accordance with NRCS
Conservation Practice Standard, Nutrient Management, Code 590 and/or Waste Utilization, Code 633.
Excavated areas shall be graded and or backfilled to shed rainfall and prevent ponding of runoff. Where
feasible, available topsoil should be used to aid the establishment of permanent vegetation.

CONSIDERATIONS

Conduct pre-closure soil and water (surface and subsurface) testing to establish base line data
surrounding the site at the time of closure.
Establishing baseline data can be used in the future to address soil and water issues.

Where the surface is covered by a dense mat of floating vegetation, pumping effort to empty waste
impoundments may be reduced by first applying herbicide to the vegetation and then burning the
residue. Appropriate permits must be obtained before burning. When burning is conducted, take
necessary actions to ensure that smoke is managed to minimize impacts to downwind populations.

Alternative methods of sludge removal may be required where the impoundments contain large
amounts of bedding, oyster shells, soil, or other debris.

Minimize the impact of odors associated with land applying dry wastes and with agitation,

emptying, and land applying wastewater and sludge from a waste impoundment by conducting these
operations at a time when the humidity is low, when winds are calm, and when wind direction is away
from populated areas.
Adding chemical and biological additives to the waste prior to agitation and emptying can reduce odors
Odor impacts from land application c€ln also be mitigated by using an incorporation application method

Minimize agitation of the wastes to only the amount needed for pumping to reduce the potential for
release of air emissions.

Soil to fill excrvated areas should not come from important farmlands (prime, statewide, local, and/or
unique).

Waste facility closure may improve utilizatron and aesthetics of the farmstead.

Breached embankments may detract from the overall aesthetics of the operation.
Embankments should be removed and the site returned to its original grede.

Disassembled fabricated structures may be suitable for assembly at another site. Care should be
taken during closure to minimize damage to the pieces of the facility, particularly coatings that prevent
corrosion of metal pieces.

Measures should be taken during contracto/s activities to minimize site erosion and pollution of
downstream water resources. This may include such items as silt fences, hay bale barriers,
temporary vegetation, and mulching.



To minimize potential impacts to livestock, such as nitrate poisoning, initiate a testing and monitoring
program of nulrient levels in crop products, particularly livestock feeds, harvested from sites of closed
animal confi nement facilities.

PLANS AND SPECIFICATIONS

Plans and specifications for the decommissioning of abandoned waste facilities and the rehabilitation
of contaminated soil shall be in keeping with this standard and shall describe the requirements for
applying the practice to achieve iB intended purpose. At a minimum, include the following:

1 . A plan view showing the location and extent ofthe practice.

NRCS, UTAH May 2014
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. NO?ICE OR INTENT
Utah Pollnant Discharge Elimiaatiou System,

CoEcetrrsted A-nimrl feding Operation (CAIO) Georrd Permlt
Permit Number UTG0tflX|

Jh
(NOD witt a coqlct! NRCS oerti.ficd plaoncr spproved Nutie Mrnagroeut PlaE (NMP) coDstihnls applicatioa

PcrEiL Tbc NOI add NMP Eust bc app{ovcd by the Utrh Divisiotr ofwatq QElity for p€rEit cowrage to bc

ODcc p€rEit covcrsgr is graDt 4 tle p..rEittee is obligar€d b coEply with thc requirErE€ots aad coo<litioos oftbcsrralcd
Paolt-r o\

SrhrlissioD of dis Noticc of
foir (bveraSc under Uds

u[d€f, tbc B@cral
'tr,

,l,nlEd Cffi GMI Pdit N@bq:
\--lldCiffa NoI contetrt

(Attacb .dditioDal psgcs ifo6d.d)
l Na.me(s) ofrespon8iblc owEcrs and opsators.

2

I
Rod Garner

Krls D. Mlller

2. Two conact phooe uumbers, ifavailablc.

3. Facility oame Ml1ler Brothers ExDress. LLC.
4. Typ€ of facility (daty, beef fecdlot, etc.). Beef

SEld AddEsB:
560 llest 400 North

Tom/Ciry. Srstc, ZjD:
Hirum. Utah 843I9

Otba lo..tico: (Ioilcpost, @)

Cache
Comt],:

5. Facility physical address.

SEc.{ Addr€s!, PO Borq otb.!:
SAME

Tovtr/City, Strrc, Zbj

5. Mailing address.

KMILLER@MBEXLC . COM
I7. Err,ail ad&ess (opnonol)l

RGARNER@I,fBEXLC. COM
2

Lo.ati@ of lsulons (o6cc 6 produ.tioD .ra):

41 38'i 41.12 N
Irmde Ndli:

8. I:titude and lougitude ofproductioo area or orr-

site officc.

1 11d 52'| 28.83 W
Lcaaittd! W.s:

9. Attach with the NOl, I topogrehic map of ttre
geographic area in which the CAFO is located
showing the speciEc location ofthe production
ares and any nearby surhc€ waters ofthe state.

NEnc ofDcar*t alricc wda:
PrlngS Creek

Irc5tio! of rrtficc w 6 tr@ Fodrctiotr ua:

North of Feedlot & Farn

10. Tbe name md location oftbe Dcarest surface
wator. Describe a.oy coDve)raDccs to ary surfacc
waters ofthe State (washes, ditches, canals,
pip'es, culverts, etc.).

CoEvcyaiccs to $rica wltcr:

Blocked by dlkes on edge of field
T}?c of AEi-@rl Avc6gc Wcitht

Beef
I

500 lbs.
2

3

4.

ll. Ty>e ofanimals (cows, calves, pu.[lAs, layers,
swine over55 pounds, swine under 55 pouads,
etc.), aod avcrage wcight ofeach type.

5.

Nuoh< ofAoiosls ftr Erch TyDG CoDtEinffiit Tr?c

1 ,200
I

2

Cenent Corralls
3

4

I 2. Number of animals for cach type, and t,?e of
containment @oused, opcn lot, barD, etc.).
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13. Type and mrmber of solid and iiquid waste
retention, teatEetrt, containment, atrd storage
(anaerobic lagoon, evaporation pond, underfl oor
pi! concrete pad" storage shd aerobic pond,
manure pit, tailwatrr pond, coucrete bunker,
tanks, solid separator, runoffpond, berrred
compost area, in-con-al composting, etc-).

Storage Capacity for manuc, 611gs, 66mpost,
and process wastewater (tons, gallous, etc.) of
each structure.

Type Number Slq&gE Cspacity

I
Pens 32 3'500 Tons

2.
Coruureric al Compos t ing I 7 ,637 Tor.s

3
West End Pond I 320.000 Gals

4.
Ewaoortation Pond I 4-372.730 Gals

5
(arrrlr Paad I 825 -719 Gals

6 Middle Pond I 2,371,001 Gals
7.

North Pond 1 1,055,914 Gals
8,

9

10.

14. Total number of acres under control of fhe
applicant available for land application of
rn8ilne. Litter. comoosl Drocess wastewater

Iihtmbcr of acres for laod application:

910
15. Estimated rmouuts of mzm,'s, litter, corrpost,

aDd process wastewater generated per year
(tous, gallons, etc.)-

ABoutrt of mauure generated:
i54-379 Cublc Feet

Amount of litter generated:

Amouat of coopost generated:

Amount of process wastewater gEnersted:
2-L58.830 Gals Paee 12 MMP

16. Estimated amounts of manurs, litter, compost
aod process wastewater tausferred or sold to
otler persons per year (tons, gallons, etc.).

Amount of manr.ue ffillired q sold:

Amount of litt6 rmsftrrcd or sold:

A.oount of coEpost Eansfefiod or sol4

Amoust ofprocess wastewetq trarsferred or sold:

Certitred Planner Signature

I certify that I arn a Natural Resources Conservatiou Service (NRCS) approved cstified planner qualificd to review and approve nuEieDt
maugement plans (NMPs) for compliance with NRCS NMP plnnning practices ard NRCS standard practices. I certi$ tbat the NMP
devcloped for the facility submiuing this NOI for pcrmit coversge corylies with Pars Vtr, Vtr[ Dq )fl, md )(II of the CAFO p€rmit aod
all applicable NRCS practice standards, including Practice 590 and UMARI- The NMP, if fully implerreotcd, will be in accordance witb
all NMP pcrmit reguircnentsanil ail appticablc NRCS practicc standards for the &cility.

I approve the nutient Eanagemeut plan for the facility seeking permit coyerage under this NOI.

Howard R. Thomas6-28-2017
PrintNameDateSipature

Applicant Signafirre

I certi$ under penalfy of law that this docusent and all attachments were prepared under my directios or supervisim iu accordaoce with
a system desigrred to assure that qualified persoDtrel properly gptber and evaluate the information submitted. Based ou my inquiry of the

person or persons who manage tbe system, or trose percons directly responsible for gathering the informatiorl the informatiou submitted
is, to the besl of my }.nowledge and belief, true, accurate, and corylete- I am aware that there are simificant psnaltics for zubmitting
false information iocluding tbe possibility of fine aud imprisonrneut for knowing violations.

A-)P.-20.17 Kr{s D. Ml ller
Date Priat Name

DWQ-20r8-000672



State of Utah
GARY R. HERBERT

Governor

SPENCERJ. COX
Lieuterant Govemor

Department of
Environmental Quality

A.lan Matheson
Exealive Director

DIVISION OF WATER QUALITY
Erica Brown Gaddis, PhD

Direclor

January 26,2018

The Herald Journal
1068 West 130 South
Logan, Ut^h 84321

ATTN: Legal Advertising Department
Email: legals@standard.net

This letter will confirm authorization to publish the attached NOTICE in The Herald Journal in
the first available edition. Please mail the invoice and affidavit of publication to:

Department of Environmental Quality
Division of Water Quality
Attn: Emily Canton
P.O. Box 144870
Salt Lake city, Utah 84114-4870

If there are any questions, please contact Monique Bridges at (801) 536-4319. Thank you for your
assistance.

Sincerely

Jeanne
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